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that any gaps between vehicle and 
ramp or bridge plate, and station plat-
form and ramp or bridge plate, shall 
not exceed 5⁄8 inch. 

(ii) Exception. Ramps or bridge plates 
which are attached to, and deployed 
from, station platforms are permitted 
in lieu of car devices provided they 
meet the displacement requirements of 
paragraph (c)(6)(i) of this section. 

(7) Stowage. A compartment, secure-
ment system, or other appropriate 
method shall be provided to ensure 
that stowed ramps or bridge plates, in-
cluding portable ramps or bridge plates 
stowed in the passenger area, do not 
impinge on a passenger’s wheelchair or 
mobility aid or pose any hazard to pas-
sengers in the event of a sudden stop. 

(8) Handrails. If provided, handrails 
shall allow persons with disabilities to 
grasp them from outside the car while 
starting to board, and to continue to 
use them throughout the boarding 
process, and shall have the top between 
30 inches and 38 inches above the ramp 
surface. The handrails shall be capable 
of withstanding a force of 100 pounds 
concentrated at any point on the hand-
rail without permanent deformation of 
the rail or its supporting structure. 
The handrail shall have a cross-sec-
tional diameter between 11⁄4 inches and 
11⁄2 inches or shall provide an equiva-
lent grasping surface, and have eased 
edges with corner radii of not less than 
1⁄8 inch. Handrails shall not interfere 
with wheelchair or mobility aid ma-
neuverability when entering or leaving 
the car. 

(d) Seating—(1) Requirements. All 
intercity rail cars required to be acces-
sible by §§ 38.111 (a) and (e) of this sub-
part shall provide at least one, but not 
more than two, mobility aid seating lo-
cation(s) complying with paragraph 
(d)(2) of this section; and at least one, 
but not more than two, seating loca-
tion(s) complying with paragraph (d)(3) 
of this section which adjoin or overlap 
an accessible route with a minimum 
clear width of 32 inches. 

(2) Wheelchair or mobility aid spaces. 
Spaces for persons who wish to remain 
in their wheelchairs or mobility aids 
shall have a minimum clear floor space 
48 inches by 30 inches. Such spaces 
shall adjoin, and may overlap, an ac-
cessible path. Not more than 6 inches 

of the required clear floor space may be 
accommodated for footrests under an-
other seat provided there is a minimum 
of 9 inches from the floor to the lowest 
part of the seat overhanging the space. 
Seating spaces may have fold-down or 
removable seats to accommodate other 
passengers when a wheelchair or mobil-
ity aid user is not occupying the area, 
provided the seats, when folded up, do 
not obstruct the clear floor space pro-
vided (See Fig. 2). 

(3) Other spaces. Spaces for individ-
uals who wish to transfer shall include 
a regular coach seat or dining car 
booth or table seat and space to fold 
and store the passenger’s wheelchair. 

[56 FR 45756, Sept. 6, 1991, as amended at 58 
FR 63103, Nov. 30, 1993] 

§ 38.127 Sleeping compartments. 

(a) Sleeping compartments required 
to be accessible shall be designed so as 
to allow a person using a wheelchair or 
mobility aid to enter, maneuver within 
and approach and use each element 
within such compartment. (See Fig. 5.) 

(b) Each accessible compartment 
shall contain a restroom complying 
with § 38.123(a) which can be entered di-
rectly from such compartment. 

(c) Controls and operating mecha-
nisms (e.g., heating and air condi-
tioning controls, lighting controls, call 
buttons, electrical outlets, etc.) shall 
be mounted no more than 48 inches, 
and no less than 15 inches, above the 
floor and shall have a clear floor area 
directly in front a minimum of 30 
inches by 48 inches. Controls and oper-
ating mechanisms shall be operable 
with one hand and shall not require 
tight grasping, pinching, or twisting of 
the wrist. 

Subpart G—Over-the-Road Buses 
and Systems 

§ 38.151 General. 

(a) New, used and remanufactured 
over-the-road buses, to be considered 
accessible by regulations in part 37 of 
this title, shall comply with this sub-
part. 

(b) Over-the-road buses covered by 
§ 37.7 (c) of this title shall comply with 
§ 38.23 and this subpart. 
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